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Aufzugkomponenten
W+W

On January 1st, 2003 W+W Aufzug-
komponenten, based in Düsseldorf, left the 
WINDSCHEID & WENDEL lift factory, founded 
in 1855, to become an independent 
company. 

W+W’s workforce has devoted itself to the 
development and sale of lift components 
since 1990.  
With over 25 years of experience and a 
multitude of newly developed products and 
merchandise W+W is currently one of the 
leading lift component manufacturers.

With extensive building and modernisation 
measures the production site in Düsseldorf 
was expanded significantly in the past few 
years. 

New production halls were built for the 
cable assembly, for the dispatch department 
and a new high bay warehouse.

Qualified staff and modern machinery 
guarantee a constantly high quality level in 
the manufacturing of the W+W products. 
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W+W sets the greatest value on top product 
quality in development and manufacture 
and in merchandise. 
Extensive internal testing, test  
documentation and certificates ensure  
constant and reliable delivery quality. 

Since July 2018 W+W Aufzugkomponenten 
has been certified ISO 9001:2015 by TÜV 
Rheinland.  

This means that by complying with the 
standard, a high standard of quality in 
operational processes is ensured. 

Thanks to sales partners in many European 
countries W+W guarantees direct contact 
with the customer.

W+W feels confident, that their products 
fulfill exactly the high demands of the 
lift manufacturers.

Boris Furthmann
Managing director
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Protective covers
Hoods

Diverter 
pulley 
hoods

Finger protection
Universal hoods
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Suitable for traction sheave width
                                         up to 154mm

With extension plates suitable for traction sheave width
                                               155-218mm

Advice:
Please note the advice „Protective covers on rotating
parts“ on page 178.

300-470mm
Diameter of traction sheave

480-720mm 730-1100mm

The universal  nger and rope jump o protection
substantially decreases the danger of accidentally
grabbing into rotating parts.

The arched cutouts are suitable to prevent shearing
points. High form stability by means of double angle
fixation.

The protection is suitable for di erent traction sheave
widths and rope departures.

Not suitable for traction
sheaves with a  anged wheel.

Inclined
entering point
max. 550mm

Vertical
entering point
max. 250mm 
standard,
max. 600mm with 
accessory bent

Suitable for rope wrap
angle of
130°-180°

Double angle  fixation

x

Suitable entering points overview:

suitable 

not suitable 

suitable

not suitable 

not
recommended





x

x

Universal finger + rope jump off protection for traction sheaves + diverter pulleys 
Construction according to EN 81-20 5.5.7

Description
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154mm
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up to 
154mm

A detailed mounting instruction is included in every delivery.

One package for both sides

Art.no. Finger and rope
jump off protection

for traction
sheave diameter                                                                   

079828 FuS 300 -   470 vertical              300 -    470mm

079829 FuS 480 -   720 vertical              480 -    720mm

079830 FuS 730 - 1100 vertical              730 - 1100mm

Art.no. Finger and rope
jump off protection

for traction
sheave diameter                                                                                            

     

079831 FuS 300 -  470 inclined              300 -   470mm

079832 FuS 480 -  720 inclined              480 -   720mm

079833 FuS 730 -1100 inclined              730 - 1100mm

Art.no. Traction sheave extension
plate up to 218mm

for traction
sheave diameter                                                                   

079835 FuS Tv 218/300 -   470                300 -   470mm

079836 FuS Tv 218/480 -   720                480 -   720mm

079837 FuS Tv 218/730 - 1100                730 - 1100mm

Art.no. Heightening bent for
vertical rope departure

for entering point
height  

079834 FuS Bent 600                                 up to 600mm

up to 
218mm

Scope of delivery
for bilateral vertical rope departure

Accessories, individual parts

Scope of delivery with one heigh-
tening bent for one vertical + one inclined rope departure

�© W+W 2020/21
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Mounting example for large traction sheaves
(For large traction sheaves an auxiliary holding device
is included in delivery)

Mounting example for inclined rope departure
(shown here with additional diverter pulley protection,
art.no. 078626)

Mounting example for horizontal rope departure
* The entering points are additionally secured 
with protective covers.

Suitable entering points overview:

suitable

suitable

suitable 

The traction sheave cover prevents that extremities are
accidentally dragged in, according to EN 81-20 5.5.7a.

The maintenance  flap is equipped with captive screws in
conformity with EN 81-20 0.4.21.

Openings for rope jump o protection and inclined rope
departures can be cut out on-site by the assembler.

Advice:
Please note the advice “Protective covers on rotating
parts“ on page 178.







With cover sheet
for traction sheaves
without external
bearing.

Maintenance  flap for
technical inspection

*

*

Universal aluminium traction sheave cover
Description

10 © W+W 2020/21
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The table below contains the order numbers for
traction sheave covers. Therefor the exact traction
sheave width and diameter have to be known.

Up to traction
sheave width 

(mm):
      Up to traction sheave diameter (mm):

570 600 630 660 720 780 840 970

50 078007 078008 078009 078010 078011 078012 078013 078196

74 078021 078022 078023 078024 078025 078026 078027 078197

98 078035 078036 078037 078038 078039 078040 078041 078198

122 078049 078050 078051 078052 078053 078054 078055 078199

134 078063 078064 078065 078066 078067 078068 078069 078200

146 078077 078078 078079 078080 078081 078082 078083 078201

158 078091 078092 078093 078094 078095 078096 078097 078202

170 078105 078106 078107 078108 078109 078110 078111 078203

182 078119 078120 078121 078122 078123 078124 078125 078204

194 078133 078134 078135 078136 078137 078138 078139 078205

201 078147 078148 078149 078150 078151 078152 078153 078206

213 078161 078162 078163 078164 078165 078166 078167 078207

225 078175 078176 078177 078178 078179 078180 078181 078208

280 078189 078190 078191 078192 078193 078194 078195 078209

Up to traction
sheave width 

(mm):
      Up to traction sheave diameter (mm):

360 390 420 450 480 510 540

55 078000 078001 078002 078003 078004 078005 078006

79 078014 078015 078016 078017 078018 078019 078020

103 078028 078029 078030 078031 078032 078033 078034

127 078042 078043 078044 078045 078046 078047 078048

139 078056 078057 078058 078059 078060 078061 078062

151 078070 078071 078072 078073 078074 078075 078076

163 078084 078085 078086 078087 078088 078089 078090

175 078098 078099 078100 078101 078102 078103 078104

187 078112 078113 078114 078115 078116 078117 078118

199 078126 078127 078128 078129 078130 078131 078132

211 078140 078141 078142 078143 078144 078145 078146

223 078154 078155 078156 078157 078158 078159 078160

235 078168 078169 078170 078171 078172 078173 078174

290 078182 078183 078184 078185 078186 078187 078188

A detailed mounting instruction for the different traction
sheave types is included in delivery.

Important!
Exact width of traction sheave
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Scope of delivery
Traction sheave cover
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Mounting example of  finger protection variant 2,
if the diverter pulley top is max. 100mm above the 
engine frame.

Mounting example of  finger protection variant 1,
if the diverter pulley is below the engine frame.

Both variants are included in delivery!

Advice:
Please note the advice “Protective covers on rotating
parts“ on page 178.

Suitable entering points overview:

suitable
for low
sitting
pulleys 

not suitable
for high
sitting
pulleys 



x

The diverter pulley protection consists of two protection
variants for the upper part as well as a sheet-metal cover 
for the lower part. 

Variant 1 is mounted in case of diverter pulleys situated
below in the engine frame. 
Variant 2 (tube de ector) is needed for diverter pulleys
situated max. 100mm above the engine frame.
If there is enough space, we recommend to use protection 
hoods as upper cover (see page 14), which provide even 
more protection than the  finger protection.

The diverter pulley cover prevents that extremities are 
accidentally dragged in.

Mounting example for the lower pulley cover on a concrete 
base.

Va
ria

nt
 1

Art.no. Description

078626
.
.

Pulley protection URSS-B200 
maximum width of pulley: 200mm, 
maximum diameter of pulley: 500mm

078285 Pulley protection URSS-B300
maximum width of pulley: 300mm, 
maximum diameter of pulley: 500mm

Va
ria

nt
 2

Diverter pulley cover / Finger protection for inclined rope departure

Scope of delivery

Description

12 © W+W 2020/21
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The diverter pulley cover is suitable for the protection of
two pulleys on top of each other. This can often be found
when the machine room is at the bottom.
Through the 8mm perforated sheet it is possible to make
a sight check of the running grooves without
disassembling the cover. The cover can alternatively be 
attached to a concrete wall or to an iron frame.
Both attachment variants are included in delivery.
The openings for the rope are cut out on-site by the
assembler. For this purpose usual side cutter can be
used.
Plate shears, art.no. 063550, for cutting out the rope slot
can be ordered additionally
on request.

The top of the cover hood is open, so that it can also be
used if there is a larger separation distance between the
pulleys.

Suitable entering points overview:

suitable

not suitable

x 


x

Lateral view of the assembly Front view of the assembly

A detailed mounting instruction is included in delivery.

Height 1000
 

Depth

   Width

500 400 300 250 200

100 078448 078400 078406 078412 078418

150 078449 078401 078407 078413 078419

200 078450 078402 078408 078414 078420

250 078451 078403 078409 078415 078421

300 078452 078404 078410 078416 078422

400 078453 078405 078411 078417 078423

Height 1200

      Depth

   Width

500 400 300 250 200

100 078454 078424 078430 078436 078442

150 078455 078425 078431 078437 078443

200 078456 078426 078432 078438 078444

250 078457 078427 078433 078439 078445

300 078458 078428 078434 078440 078446

400 078459 078429 078435 078441 078447

Depth

H
ei

gh
t

Width

Double pulley cover
Description

13© W+W 2020/21
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Mounting example on an engine frame
with horizontal rope departure.

Mounting example on an engine frame
with inclined rope departure.

Advice:
Please note the advice “Protective covers on rotating
parts“ on page 178.

For low sitting pulleys additional cover sheets for the lower
entering point are necessary, see page 21.

The cover hoods are universally usable.
They can alternatively be attached to the engine frame 
or to the concrete footing.
Depending on the rope position it is possible to make a
sight check of the running grooves through the 8mm
perforated sheet.

The openings for the rope are cut out on-site by the
assembler. For this purpose a usual side cutter can be 
used.

Plate shears, art.no. 063550, for cutting out the rope slot
can be ordered additionally
on request.

suitable 

suitable
for high
sitting
pulleys 

suitable
for low
sitting
pulleys 

suitable
for high
sitting
pulleys

Suitable entering points overview:



x







Diverter pulley hood for different rope departures

Description

14 © W+W 2020/21
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A detailed mounting
instruction is included
in delivery.

Width 250
      Length

Height 500 400 300

100 078832 078831 078830

200 078838 078837 078836

300 078844 078843 078842

400 078849 078848

500 078853 . .

600

Length

H
ei

gh
t

Width

Scope of delivery

Width 100
      Length

Height 800 700 600

100 079545 079544 079543

200 079551 079550 079549

300 079557 079556 079555

400 079562 079561 079560

500 079566 079565 079564

600 079569 079568 079567

Width 100
      Length

Height 500 400 300

100 079542 079541 079540

200 079548 079547 079546

300 079554 079553 079552

400 079559 079558

500 079563 . .

600

Width 150
      Length

Height 800 700 600

100 078805 078804 078803

200 078811 078810 078809

300 078817 078816 078815

400 078822 078821 078820

500 078826 078825 078824

600 078829 078828 078827

Width 150
      Length

Height 500 400 300

100 078802 078801 078800

200 078808 078807 078806

300 078814 078813 078812

400 078819 078818

500 078823 . .

600

Width 200
      Length

Height 800 700 600

100 079575 079574 079573

200 079581 079580 079579

300 079587 079586 079585

400 079592 079591 079590

500 079596 079595 079594

600 079599 079598 079597

Width 200
      Length

Height 500 400 300

100 079572 079571 079570

200 079578 079577 079576

300 079584 079583 079582

400 079589 079588

500 079593 . .

600

Width 250
      Length

Height 800 700 600

100 078835 078834 078833

200 078841 078840 078839

300 078847 078846 078845

400 078852 078851 078850

500 078856 078855 078854

600 078859 078858 078857

Width 300
      Length

Height 800 700 600

100 079605 079604 079603

200 079611 079610 079609

300 079617 079616 079615

400 079622 079621 079620

500 079626 079625 079624

600 079629 079628 079627

Width 300
      Length

Height 500 400 300

100 079602 079601 079600

200 079608 079607 079606

300 079614 079613 079612

400 079619 079618

500 079623 . .

600

Diverter pulley hood

15© W+W 2020/21
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The universal hoods are suitable for covering overspeed
governors and shaft copying system pulleys.

The cover consists of 8mm aluminium perforated sheet.
Through this it is possible to make a sight check of the
overspeed governor or of the shaft copying pulley at any
time.
 
With the provided butterfly nuts the hoods can quickly
and easily be disassembled in case of inspections and
maintenance.

The hoods from type A to type C2 will be fixed with
loss-proof screws at the overspeed governor according
to EN 81-20 0.4.21.

Handle for easy removal in case of maintenance
and Technical Inspection Authority checks.

X = The cover width is variably adjustable
from 100mm to 175mm.

Openings for overlapping mounting parts can
be cut out on-site with a side cutter.

x

A mounting instruction is included in delivery. A mounting instruction is included in delivery.

Advice:
Please note the advice “Protective covers on rotating
parts“ on page 178.

Universal hoods for overspeed governors and shaft copying system pulleys
Construction according to EN 81-20 5.5.7

Description

Scope of delivery 
for types D, E

Scope of delivery 
for types A, B, C, C1, C2

16 © W+W 2020/21
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Type A Governor hood for Ø200 
pulley, 
W=100-175, L=250, H=230
Art.no. 078627   Governor hood type A

Type B Governor hood for Ø200 
pulley, tall version, basically suitable
for all standard governors
W=100-175, L=250, H=350
Art.no. 078210   Governor hood type B

Type C Governor hood for Ø300 
pulley, suitable for all standard
governors
W=100-175, L=350, H=300
Art.no. 078628   Governor hood type C

Type C1 Governor hood for Ø200 
and Ø300 pulley 
W=100-175, L=350, H=430
Art.no. 078293   Governor hood type C1

Type C2 Governor hood for 
Ø300 and Ø400 pulley 
W=100-175, L=540, H=350 
Art.no. 078294  Governor hood type C2

Type D Hood for Ø200  
governor or shaft copying pulley.
The hood can be  fixed to the  floor
with dowels, angles and butterfly
nuts (included in delivery).
W=100-175, L=250, H=680
Art.no. 078273   Cover hood type D

Type E Hood for Ø300 
governor or shaft copying pulley.
The hood can be fixed to the 
floor with dowels, angles and
butterfly nuts (included in delivery).
W=100-175, L=350, H=800,
Art.no. 078274   Cover hood type E

The internal dimensions
of the hoods are indicated 
in mm.

Standard 300

Standard 200

Art.no. Description                                    

078270
.

Contaminant deflector 300 
for pulleys Ø 200-300mm

078271 Contaminant deflector 400
for pulleys Ø 200-400mm

Length 

Width 

H
ei

gh
t 

W = Width, L = Length, H = Height

Universal hoods

Contaminant deflector and covers for governor tensioning rope pulleys

17© W+W 2020/21
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The  floor-mounted hood is universally usable.
Through the 8mm aluminium perforated sheet, a sight
check of the covered component is possible at any time.
The hoods can easily and quickly be assembled.
For fastening them to the floor there are two mounting
options (see illustration below).
The first variant gives the possibility of a quick removal in
case of inspections, malfunctions and maintenance
purposes.

Floor attachment variant 1,
with dowels of Ø 10mm, hanger bolts, M6 wing nuts and
M6 nuts

Floor attachment variant 2,
with dowels of Ø 12mm, screws and plain washers

Va
ria

nt
 1

Va
ria

nt
 2

Advice:
Please note the advice “Protective covers on rotating
parts“ on page 178.

Height 
500    Width

 Length 200 300 400 500

700 079455 079460 079464 079467

600 079454 079459 079463 079466

500 079453 079458 079462 079465

400 079452 079457 079461

300 079451 079456

200 079450

Height 
600    Width

        Length 200 300 400 500

700 079473 079478 079482 079485

600 079472 079477 079481 079484

500 079471 079476 079480 079483

400 079470 079475 079479

300 079469 079474

200 079468

Height 
800    Width

  Length 200 300 400 500

700 079491 079496 079500 079503

600 079490 079495 079499 079502

500 079489 079494 079498 079501

400 079488 079493 079497

300 079487 079492

200 079486

Height 
1000     Width

Length 200 300 400 500

700 079509 079514 079518 079521

600 079508 079513 079517 079520

500 079507 079512 079516 079519

400 079506 079511 079515

300 079505 079510

200 079504

Height 
1200     Width

Length 200 300 400 500

700 079527 079532 079536 079539

600 079526 079531 079535 079538

500 079525 079530 079534 079537

400 079524 079529 079533

300 079523 079528

200 079522

All measures are indicated in mm.

H
ei

gh
t

Width
Length

Floor-mounted hood
Description

Both variants are included in delivery!

Scope of delivery 
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A screw set, dowel screws, butterfly nuts for the 
removable wall mounting and a grounding wire with 
grommets are included in delivery.
The angles and metal sheets are delivered pre-assembled.

Depth: 300
       Width

Height 300 400 500 600 700 800 1000 1200

300 079240 079248 079256 079264 079272 079280 079288 079294

400 079241 079249 079257 079265 079273 079281 079289 079295

500 079242 079250 079258 079266 079274 079282 079290 079296

600 079243 079251 079259 079267 079275 079283 079291 079297

700 079244 079252 079260 079268 079276 079284 079292 079298

800 079245 079253 079261 079269 079277 079285 079293 079299

1000 079246 079254 079262 079270 079278 079286

1200 079247 079255 079263 079271 079279 079287

1500 079420 079421 079422 079423 079424 079425

1800 079426 079427 079428 079429 079430 079431

Depth: 400
       Width

Height 300 400 500 600 700 800 1000 1200

300 079300 079308 079316 079324 079332 079340 079348 079354

400 079301 079309 079317 079325 079333 079341 079349 079355

500 079302 079310 079318 079326 079334 079342 079350 079356

600 079303 079311 079319 079327 079335 079343 079351 079357

700 079304 079312 079320 079328 079336 079344 079352 079358

800 079305 079313 079321 079329 079337 079345 079353 079359

1000 079306 079314 079322 079330 079338 079346

1200 079307 079315 079323 079331 079339 079347

1500 079432 079433 079434 079435 079436 079437

1800 079438 079439 079440 079441 079442 079443

Depth: 500
       Width

Height 300 400 500 600 700 800 1000 1200

300 079360 079368 079376 079384 079392 079400 079408 079414

400 079361 079369 079377 079385 079393 079401 079409 079415

500 079362 079370 079378 079386 079394 079402 079410 079416

600 079363 079371 079379 079387 079395 079403 079411 079417

700 079364 079372 079380 079388 079396 079404 079412 079418

800 079365 079373 079381 079389 079397 079405 079413 079419

1000 079366 079374 079382 079390 079398 079406

1200 079367 079375 079383 079391 079399 079407

Control cover for wall mounting Scope of delivery 
H

ei
gh

t

Depth Width
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Due to the adjustable angles and brackets as well as the
corresponding perforated sheets the counterweight cover 
virtually fits in every concrete lift shaft.
The counterweight cover is 2.5m high. Between the ground 
and the cover there should be a distance of 300mm.

High form stability due to three surrounding
brackets and 1.5mm thick galvanised perforated sheet
panels.

The depth and the width of the fastening angles and
brackets are universally adjustable.

Mounting advice

To mount this cover a water level, a drilling machine and
a portable ladder are required.
In some cases a cut-off grinder is needed additionally.

The delivery is effected in manageable packages.
The transport to the building site is possible
with a regular estate car.

Standard package
Angles, brackets, screw and dowel set for:
Width up to 1600mm
Depth up to 450mm
including:

4 panels of 2.2m x 0.31m

4 panels of 2.2m x 0.15m

Art.no. Counterweight cover
Standard package

                       

078550 Counterweight cover-VK-SP                         

Art.no. Single panel 2.2m x 0.31m

078551 Single panel 310                         

Art.no. Single panel 2.2m x 0.15m

078552 Single panel 150                        

Art.no. Single panel/ bracket package

078553 Counterweight-VK-WB-package                        

Scope of delivery: fastening and panels of the standard package

The panels are suffcient for:

 1240mm

Example: quick mounting

m
ax

im
um

 d
ep

th
up

 to
 4

50
m

m
 

maximum width
up to 1600mm 

Standard angles / brackets
package

30
0m

m

Universal counterweight cover
Construction according to EN 81-20 5.2.5.5.1

Accessories

Description

Scope of delivery 
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Length mm

600 500 400 300 200

078704 078703 078702 078701 078700

078713 078712 078711 078710 078709

078721 078720 078719 078718

078728 078727 078726

078734 078733

078739

Perforated aluminium sheets, 
t=1mm, with holes 8 x 8mm 
and grid of 12mm Drum cover

Art.no. 078283   Diagonal cutting 
on above-mentioned 
aluminium sheets

Sheet metal angle, galvanised, 28 x 
28mm, t=1mm with holes for 
fastening with tapping screws, 
suitable for above-mentioned 
perforated sheet metal panels of 
8 x 8mm.

Extension/ stability angles

Fastening sets
Fastening set type A 
50 pcs. special tapping screws 
5.5 x 8mm for 8 x 8 perforated 
sheets with special head Ø=14mm 
and self-locking

Fastening set type B
20 pcs. self-locking screws  M6x12
20 pcs. self-locking nuts M6

Fastening set type C
  8 pcs. self-locking screws M8x35,  
  8 pcs. self-locking screws M8x20, 
16 pcs. self-locking nuts M8
  4 wedge washers A9 for U-profile 
      beam 

Fastening set type D
4 pcs. dowels 12 x 60mm
4 pcs. screws 8 x 70mm
4 large washers 

Fastening set type Typ E
20 pcs. nail dowels

Fastening set type F
4 pcs. dowels 10 x 50mm
4 pcs. hanger bolts M6
suitable for dowels
4 pcs. butterfly nuts M6

Plate shears

1 pc. warning sign 14 x 6.5cm
incl. 2 cable ties

160 x 100mm, width 40mm, t= 3mm, 
galvanised, with slots 30 x 9mm

160 x 100mm, width 40mm, t= 3mm, 
reinforced galvanised version, with
slots 30 x 9mm

40 x 14 x 2mm, 410mm long, galvanised, with slots 30 x 9mm

40 x 40 x 4mm, 500mm long, galvanised, with slots 25 x 11mm
40 x 40 x 4mm, 1100mm long, galvanised, with slots 25 x 11mm

50 x 50 x 5mm, 500mm long, galvanised, with slots 25 x 11mm
50 x 50 x 5mm, 1100mm long, galvanised, with slots 25 x 11mm

078771

078772

078773

078284

078777

78278

078781

078774

078775

078776

063550

078399

078279
078280

078782

Accessories

Art.no. Art.no.

Perforated sheets, angles and fastening parts
for the production of universal covers for drums, shaft copying systems and other constructions

 Length mm

Width mm 1200 1000 800 700

100 078708 078707 078706 078705

200 078717 078716 078715 078714

300 078725 078724 078723 078722

400 078732 078731 078730 078729

500 078738 078737 078736 078735

600 078743 078742 078741 078740

700 078747 078746 078745 078744

800 078750 078749 078748

Sheet metal connecting plates, 
galvanised, width 60mm, t=1mm 
with holes for fastening with 
tapping screws, suitable for above-
mentioned perforated sheet metal 
panels of 8 x 8mm.

Length mm Angle

1152 078760

960 078759

756 078758

660 078757

564 078756

Length mm Angle

456 078755

360 078754

264 078753

156 078752

60 078751

Length mm Sheet metal

1116 078770

924 078769

720 078768

624 078767

528 078766

Length mm Sheet metal

420 078765

324 078764

228 078763

120 078762

24 078761
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The horizontal distance between the inner shaft wall and the door 
sill or the door frame of the car or the closing edge of a sliding car 
door must not exceed 0.15m over the entire shaft height.

The distance indicated above may be scaled up to 0.20m, if the 
height does not exceed 0.50 m.
Between two successive landing doors there must not be more 
than one recess.

The shaft wall panelling consists of 1.5mm hot-dip galvanised 
sheet steel and it is available in two sizes. 
The metal sheets can be stacked into each other and therefore 
can be transported easily. With the extension sheets a continuous 
surface between two doors can be realised.
With the flat tapping screws, art.no. 050781, a safe connection of 
the individual sheet metal parts is possible without problems.

Description

with pre-cut holes

Mounting example
Shaft wall panelling

Extension sheet

Angled extension sheet

Trapezoidal sheet

Trapezoidal sheet

Shaft wall panelling
Construction according to EN 81-20 5.2.5.3.1

1st floor

2nd floor

max. 0.5m

max. 0.5m

≤ 35mm

≤ 0.2m

≤ 0.15m
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Art.no. Description                                                                                 PU

063558 Special nail dowels 6 x 40mm                                 100             

050781 Tapping screw with flat head 4.8 x 9.5mm         100

Shaft wall panelling 
Trapezoidal sheet, width 1500mm

Shaft wall panelling
Extension sheets flat

Art.no. Description

078798 Extension sheet flat 1000mm x 497mm    

078799 Extension sheet flat 1500mm x 596mm

Fastening screws for the shaft wall panelling

Trapezoidal sheet, width 1000mm

Extension sheet, width 1000mm

Art.no. Description 

078796 Angled extension sheet  1000mm   100      596     541             

078794 Angled extension sheet  1000mm   120      582     520

Height
mm

X1
mm

X2
mm

Extension sheet flat, width 1000 and 1500mm

width 1500mm

596mm

width 1000mm

497mm

Trapezoidal sheet, width 1500mm

120mm 
or  
100mm

measure = X1

Distance: 
holes - border 
10mm

width 1500mm
311mm

10mm

120mm 
or  
100mm

measure = X1
Distance: 
holes - border 
10mm

378mm

width 1000mm
10mm

Extension sheet, width 1500mm

Shaft wall panelling 
Trapezoidal sheet, width 1000mm

Shaft wall panelling
Angled extension sheets, 
width 1500 mm

Art.no. Description 

078797 Angled extension sheet  1500mm   100       529     474             

078795 Angled extension sheet  1500mm   120       515     453

Height
mm

X1
mm

X2
mm

Shaft wall panelling 
Angled extension sheets, 
width 1000 mm

500mm

Art.no. Description                                                                                                              

078560 Trapezoidal sheet 1000mm               100            487                 

078555 Trapezoidal sheet 1000mm               120            502

X1
mm

Height
mm

Art.no. Description                                                                                                              

078559 Trapezoidal sheet 1500mm               100           420

078556 Trapezoidal sheet 1500mm               120           435

X1
mm

Height
mm

120mm 
or  
100mm

measure = X1 Distance: 
holes - border 
10mm

measure = X2
width 1000mm 10mm

120mm 
or  
100mm

measure = X1
Distance: 
holes - border 
10mm

measure = X2
10mm

width 1500mm

Trapezoidal and extension sheets for shaft wall panelling
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Wire netting, hot-dip galvanised

Tension wire Ø 3mm, length= 110m
Tightener for 3mm tension wire

including: 			   4 pcs. tenterhooks  M10 x 80
						      4 pcs. brass dowels M10

Set of tenterhooks

Cable ties, extra long
for fastening the wire netting at the intermediate beams
in the lift shaft

Fixation kit for wire netting
for the fixation at U-profile or C-profile steel beams by
means of beam clamps.

Compact bolt cutter Brand Knippex

Attention! Danger of crushing in shaft separation!
Dimensions: 210 x 148mm

Art.no. Description                                                     PU           

050271
.          

Pictogram warning sign Danger of crushing 
in shaft separation                                          1

10x

100x

4x

Variant 2

Variant 1

!

Lift 1

Lift 2

© 2007

Va
ria

nt
 1

Va
ria

nt
 2

Advice: 
The distance of the wire netting 40 x 40mm to movable 
parts must be at least 200mm (acc. to EN 81-20 5.2.5.5.2).
With a mesh size of 30 x 30mm the distance can be reduced 
to 120mm.

Shaft separation
Art.no. Description                                                             PU  

007600 Wire netting 40 x 40, width   800mm,   25m

007601 Wire netting 40 x 40, width 1000mm,  25m

007602 Wire netting 40 x 40, width 1250mm,  25m

007603 Wire netting 40 x 40, width 1500mm,  25m

007604 Wire netting 40 x 40, width 1750mm,  25m 

007605 Wire netting 40 x 40, width 2000mm,  25m

Art.no. Description                                                    PU

052000 Set of tenterhooks                                        1

Art.no. Description                                                    PU

051129 Ties 780 x 9mm                                           100                 

Art.no. Description                                                    PU

083437 Fixation kit for wire netting                      10        

Art.no. Description                                                    PU

078880 Compact bolt cutter                                     1               

Art.no. Description                                                    PU

007607 Tension wire                                                 110m         

007606 Tightener                                                         1

Art.no. Description                                                             PU  

007630 Wire netting 30 x 30, width   800mm,   25m

007631 Wire netting 30 x 30, width 1000mm,  25m

007632 Wire netting 30 x 30, width 1250mm,  25m

007633 Wire netting 30 x 30, width 1500mm,  25m

007634 Wire netting 30 x 30, width 1750mm,  25m 

007635 Wire netting 30 x 30, width 2000mm,  25m

24 © W+W 2020/21

24



If the edging is 
too long, the 
ends are simply 
overlapped.

Quick assembly of the floor edging

Advice:
According to EN 81-20 (5.4.7.2) the car roof has to be equipped with a baseboard at least 0.10m high at the outer edge of
the roof, or between the outer edge of the roof and the guard rail, if there is one.

The universal floor edging is suitable for square breaks in the 
ceiling up to 200 x 200mm or 100 x 100mm. 
It prevents objects from falling through openings in floors
and foundations of machine and pulley rooms. 
It consists of a single shanked, galvanised angle plate with 
slots.
For retrofitting we recommend the edging 50mm high.
For new lifts, mounting before screed is laid, you need the
edging 100mm high.

Art.no. Description

078219 Baseboard 115                     

078967 Baseboard 130, suitable for W+W Guard rail 
acc. to EN 81-20

The baseboard/ floor safety device can be universally
screwed to the guard rail or to the car roof with the enclosed
tapping screws.

Consisting of: 
Angle sheet 100mm x 30mm, 1150mm long,
with slots for the universal mounting on car roofs or on
guard rail stakes, including a screw fastening set.

cut
bend
dowel
finished!

For new lifts 
edging 100mm high,
(mounting before the screed is laid)

Art.no. Description

078631 Floor edging 840/50,      840 x 50 x 58mm, 
for openings up to 200 x 200mm               

078632 Floor edging 440/50,      440 x 50 x 58mm,

for openings up to 100 x 100mm

Art.no. Description

078633 Floor edging 840/100,      840 x 100 x 58m,
for openings up to 200 x 200mm               

078634 Floor edging 440/100,      440 x 100 x 58mm, 

for openings up to 100 x 100mm

For retrofitting
edging 50mm high

For larger openings two sheet metal edgings can be 
used!

bend

screw on,
finished!

cut

Universal floor edging suitable for square breaks in ceiling
Construction according to EN 81-20 5.2.6.3.3

Baseboard/ floor safety device 1150 und 1300mm 
suitable for car roofs, construction according to EN 81-20 5.4.7.2

Description

Description
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Mounting example: post fixed on mounting rail and fixation 
tensioning rope

When choosing the railing, the free distances acc. to EN 81-20 5.4.7.4 are to be considered:
		  - 0.70m height at distances 0.30m up to 0.50m (interior edge hand rail - shaft wall)
		  - 1.10m height at distances beyond 0.50m (interior edge hand rail - shaft wall)
		  - 10cm distance between outer edge hand rail and any parts in the shaft.

Important advice!

The construction and stability of the guard rails of the new
series are according to EN 81-20. 

With four screws in each case the solid bases will be fixed on
the car roof.
In order to be able to withstand a force of 1000N acting
anywhere on the upper part of the railing without an elastic
deformation of more than 50mm depending on the
structure of the ceiling, our optionally available mounting kit
with mounting rails has to be used.
On these then the railing is fixed. Due to this kind of fixation
the larger surface improves the force absorption.
It may be necessary to fix an additional tensioning rope.
It will be fixed in the upper area of the guard rail and at a
strong position (e.g. support frame) of the lift cabin.
The rail system and the tensioning rope are included in the
optional mounting kit. 

The guard rail is 0.70m respectively 1.10m high and the
maximum width is 1.30m.
The width is variably adjustable. The handrail and the cross
bar will be customized locally to the necessary length with a
power cutter or hack saw.
The rigid guard rail can be extended with the extension
package (VP).
The guard rail acc. to EN 81-20 is available in a rigid, foldable
and telescopic version.
The baseboard (optional to order) as well is necessary for
the complete construction of the guard rail according to
EN 81-20.

RIGID Guard rail EN 81-20FOLDABLE Guard rail EN 81-20 TELESCOPIC Guard rail EN 81-20

certificated acc. toEN 81-20

W+W Guard rail EN 81-20

Mounting example: FOLDABLE and TELESCOPIC guard rail

Dimensional drawing
topview
maximum width 1.30m

Inner edge

Advice:
When the car is in its highest position, according to EN 81-20 5.2.5.7.2 the free distance between the lowest part of the shaft 
ceiling and the highest part of the guard rail shall be at least 0.30 m.

NEW!
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W+W Guard rail EN 81-20 0.70m and 1.10m RIGID

Art.no. Description

078960 Guard rail EN 81-20 0.70m rigid / GP

078961   Guard rail EN 81-20 1.10m rigid / GP

078962 Guard rail EN 81-20 0.70m rigid / VP

078963 Guard rail EN 81-20 1.10m rigid / VP

Scope of delivery basic package (GP) RIGID Guard rail
2 pcs. posts rigid
1 pc. handrail 1.30m
1 pc. cross bar 1.30m
1 set fastening screws consisting of: 
   locking tooth-screws and nuts M12
1 pc. sign „falling / crushing“

Depending on the structure of the ceiling, our mounting kit for 
handrails rails has to be used as well as maybe other individual 
measures for an appropriate fixation.

The rigid guard rails can be extended as needed with the 
extension packages.
Handrail and cross bar may be shortened (with an angle 
grinder or iron saw) to obtain the correct length for the 
guard rail.

Position of the posts and length of the guard rail

Generally, the posts must be positioned as far as possible at 
the outer ends of the handrail or the cross bar. 
The handrail and the cross bar may protrude at most 25cm 
over the post. The distance between two posts must not 
exceed 1.20m.

GP = basic package   /    VP = extension package

Example 

Guard rail basic package 1.10m RIGID 
(GP, art.no. 078961) with an extension 
package (VP, art.no. 078963)

max. 25cm max. 1.20m

handrail

cross bar

Front view RIGID Guard rail EN 81-20 with extension 
package

Back view RIGID Guard rail EN 81-20 with extension package
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folded opened

Mounting example: guard rail folded Mounting example: guard rail opened

A

B

1.10m

W+W Guard rail EN 81-20 1.10m FOLDABLE
Two different sizes of the foldable guard rail are available.
When two guard rails are mounted on two sides of the lift cabin it 
is possible to fold them onto one another. The opened as well as 
the turned down position is monitored by contacts. 
The locking clicks into place automatically during opening. 
The unlocking to turn down is done by pulling up the cross bar.

Scope of delivery FOLDABLE Guard rail
2 pcs.  foldable posts, pre-mounted
1 pc.  handrail 1.30m
1 pc.  cross bar 1.30m
1 set  monitoring switches (1NC 1NO) incl. 5m supply line
1 set  fastening screws consisting of: 
   locking tooth-screws and nuts M12  
1 pc. sign „falling / crushing“

Depending on the structure of the ceiling, our mounting kit for 
handrails rails has to be used as well as maybe other individual 
measures for an appropriate fixation.

For
unlocking 

device
pull up

Art.no. Description meas.  A meas.  B

078964 Guard rail EN 81-20 1.10m, foldable 528 528mm 760mm

078965   Guard rail EN 81-20 1.10m, foldable 578 578mm 710mm

Dimensional drawing
Guard rail EN 81-20 
opened

Dimensional drawing
Guard rail EN 81-20 
folded
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extended retracted

To unlock the guard rail actuate the snap-action mechanism.
Please see the detail above.

W+W Guard rail EN 81-20 TELESCOPIC

Mounting example: guard rail retracted Mounting example: guard rail extended

Art.no. Description

078970 Guard rail EN 81-20, telescopic 50-70cm

078971   Guard rail EN 81-20, telescopic 70-110cm

The telescopic guard rail is available in two sizes.
The guard rail EN 81-20 up to a width of 1.30m is available 
with telescopic posts with a height of 50-70cm or 70-110cm.  

In the extended position the locking device engages 
automatically. For retraction unlock the guard rail manually.
Both end positions are monitored by a contact.

Scope of delivery TELESCOPIC Guard rail
2 pcs.  telescopic posts, pre-mounted
1 pc.  handrail 1.30m
1 pc.  cross bar 1.30m
1 set  monitoring switches (1NC 1NO) incl. 5m supply line
1 set  fastening screws consisting of: 
   locking tooth-screws and nuts M12  
1 pc. sign „falling / crushing“

Depending on the structure of the ceiling, our mounting 
kit for handrails rails has to be used as well as maybe other 
individual measures for an appropriate fixation.

0.70m

0.50m

extended retracted

Dimensional drawing
Guard rail EN 81-20 
TELESCOPIC
50-70cm

1.10m

0.70m

extended retracted

Dimensional drawing
Guard rail EN 81-20 
TELESCOPIC
70-110cm
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Basebord and floor safety device 
for car roofs acc. to EN 81-20 5.4.7.2

Scope of delivery of mounting kit (GP)
4 pcs. mounting rails 50cm
1 pcs. tensioning rope 1m
1 set mounting material: guard rail / mounting rails
1 set mounting material: mounting rails / ceiling

Art.no. Description

078966 Guard rail EN 81-20 mounting kit GP

078968 Guard rail EN 81-20 mounting kit VP

Depending on the structure of the ceiling, it could be 
that other individual measures need to be taken to 
attach the mounting rails safely on the roof for an 
appropriate fixation.
The professional attachment is incumbent on the user 
in all cases.

Art.no. Description

078967 Baseboard 130                     

The baseboard/ floor safety device can be universally 
screwed to the guard rail or to the car roof with the 
enclosed tapping screws.
Consisting of: 
Angle sheet 100mm x 30mm, 1300mm long, with slots 
for the universal mounting on car roofs or on guard rail 
stakes, including a screw fastening set.

Mounting kit VP is only suitable for art.no. 078962 and
078963

Anti-slip mats for car roofs according to EN 81-20 5.4.7.1

Example: Scope of delivery guard rail GP

W+W Guard rail EN 81-20 Mounting kit

bend

screw on,
finished!

cut

According to EN 81-20 5.4.7.1, the surface on the car roof 
on which a person works or moves between working 
areas must be slip-resistant.
The anti-slip mats have a thickness of 1.8mm. They can 
easily be cut to size on site by means of scissors or a 
cutter knife. The back is self-adhesive. This way, within 
a few minutes a cabin roof can be made slip-resistant. 
Three different mat sizes are available.
According to EN 81-20 5.2.5.7.3 there must be a single 
continuous surface on the car roof on which one person 
can stand. This surface must have a free area of at least 
0.12m² and a minimum of 0.25m on the narrowest side. 
This safe standing area can be marked with the green 
anti-slip mat.
Material:
NBR-based solid rubber (acrylonitrile butadiene rubber)
Double-sided adhesive tape: Tesa 4970

No.art. Description

077050 Anti-slip mat 172 x 265mm, black          

077051 Anti-slip mat 265 x 345mm, black

077052 Anti-slip mat 345 x 530mm, black

077053 Anti-slip mat 480 x 250mm, green

Car roof without anti-slip mats

Car roof with anti-slip mats

NEW!

Advice
According to EN 81-20 5.4.7.2 the car roof has 
to be equipped with a baseboard at least 0.10m 
high at the outer edge of the roof, or between 
the outer edge of the roof and the guard rail, if 
there is one.
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Mounting example

130mm

230mm

Holding fixture for fall protection
When constructing new installations or during the retrofitting of old lifts, all entrances to the lift shaft have to be secured. The 
protection has to be at the height of the feet, the knees and the chest.

Description
For retaining the boards holding fixtures with a
Z-profile can be used.
One bracket of the holding fixture has two holes
(Ø 8.5mm) for screwing it to the wall. 
The other bracket also has two holes (Ø 4.2mm) for 
fastening the wooden boards with two nails.
The holding fixture is designed for 30mm thick boards.

Material 
Hot-dip galvanised steel, 3mm 
w= 60mm

Art.no. Description                                                          PU

079630 Fall protection Z-profile                                    1

079631 Fall protection Z-profile                                    6

079632 Fall protection Z-profile                                   36

Fall protection Z-profile

Larger packing units and pallet goods on demand.

Description
The retaining sheets are fixed at the walls on the left and 
on the right side of the door opening. In this 
position the plastering and painting works on the front 
wall are not impeded.
Due to the long holes the holding fixture for fall
protection can be adjusted without drilling after
applying the first layer of plaster.
At the lower end of the sheet plate there is a small 
extension. When the screed is laid, the profile does not 
have to be removed, it can easily be pulled out, when the 
mounting is finished.
The holding fixture is designed for 30mm thick boards. 
Material 
Hot-dip galvanised steel, 3mm

Art.no. Description                                                          PU

079636 Fall protection  (1 pair)                                      1

079637 Fall protection  (3 pairs)                                    3

Fall protection

Larger packing units and pallet goods on demand.

Advice:
When using wooden boards, planks or other protections, these have to fulfil certain requirements according to the current 
safety regulations (e.g. DGUV information 209-053 / 201-023). 
The responsibility for which safety measures are used as fall protection and for the compliance with the current rules and 
safety regulations is in all cases incumbent on the user. 

Retaining sheet, 
holding fixture for fall protection

Z-profile, holding fixture for fall protection
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Door closing weight kit
Intended use

Description

The closing weight ensures a permanent and constant 
(linear) closing force of 2kg.
Thus the doors close automatically until the door bolt 
engages, which is a great advantage compared to 
closing springs. These often have too little tension and 
force when the door is closing or they have too much 
tension when the door is open, so that it is difficult for 
older door motors to keep the doors open.
The closing weight is attached to the landing door 
carriage by means of a PP cord over a diverter pulley 
and universal mounting angles. The door weight is 
constructed so that even older door motors can open 
the doors completely.

Scope of delivery
1 pc. 	 Door closing weight 2kg
1 pc.	 PP-cord, black, Ø 3mm, length 4m
1 pc.	 Diverter pulley and several mounting angles
2 pcs.	 Plastic tubes M40, length 4m
2 pcs.	 bags with small parts for fixation

Art.no. Description

079445 Door closing weight 2kg kit

The door closing weight is only suitable for retrofitting 
on exisiting lift landing doors.
It serves to implement the specification of EN 81-20 
5.3.9.3.4:

In the case of landing doors operated by the car door, a 
device (spring or weight) has to ensure that the landing 
door closes when, for whatever reason, it is opened 
when the car is outside the unlocking zone.

Mounting example Mounting example

Mounting example

NEW!
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General operating mode of the door closing weight kit

Fixation diverter pulley on angle for roller fastening

Fixation cord and 
weight

Fixation cord at landing 
door - carriage

B C

A

D
impact angle (to 
protect the weight 
from falling)

diverter pulley on mounting angle, 
different fixation possibilities

door closing weight 2kg

guide tube Ø 40mm for door 
closing weight

fixation of the cord at the 
landing door carriage

PP cord Ø 3mm

fixation for the guide tube

C

A

B

The cord is prepared at both ends by means of a rope thimble 
and a wire rope clamp. The weight is fastened at the thimble 
using a flat shackle.

Fixation and operating mode of the door closing weight kit

impact angle (to protect the 
weight from falling)D
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Handrail in stainless steel
Description

The handrails in stainless steel are industrial-
polished with pressed in stainless steel end caps. 
Fastening with M8 self-locking screws. 

The handrail is fixed to the cabin wall by means of 
M5 set screws at the bottom side of the handrail.

Diameter of handrail: 30mm
Clearance to the cabin wall: 40mm

Hole spacing

* From 1100mm three fixations are supplied

Handrail in stainless steel

Art.no. Description                Length                Hole spacing

050412 Handrail                800mm              600mm               

050413 Handrail                850mm              650mm

050414 Handrail                900mm              700mm               

050415 Handrail              1000mm              800mm

050416 Handrail              1100mm             450mm*               

050417 Handrail              1200mm             500mm*
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Buffer support

Buffer
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Size Height L

1   193 -   293mm

2   290 -   415mm

3   416 -   716mm

4   696 - 1021mm

5 1005 - 1405mm

Maximum charge: 			   2000kg (per support)
Maximum rated velocity:	 1m/s

 
The telescopic buffer supports are excellently suitable for
new construction and modernisation in the shaft pit. The
exact height can be adjusted in the pit. The buffer height
can also be modified, e.g. if the distance, which the lift can
be moved below the lowest landing, is changed.

The buffer supports consist of powder coated steel sheet.
The buffer can be screwed to the floor with anchor bolts
or it can be fixed in the pit with other stationary parts of
the lift.

Mounting examples:
buffer support size 3 with buffer

12,5x40

12,5x25

Dimensional drawing buffer support
All dimensions in mm.

Buffer support and lift buffer
Description

© W+W 2020/21
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Art.no. Description

078460 Buffer support size 1    193-  293mm

078461 Buffer support size 2    290-  415mm

078462 Buffer support size 3    416-  716mm

078463 Buffer support size 4    696-1021mm

078464 Buffer support size 5  1005-1405mm

The prototype test for the lift buffer was carried out in
accordance with the lift directive.
The certification number documents the admissible load
range of each lift buffer type.

1 pc. floor plate
1 pc. U-profile part 1
1 pc. U-profile part 2 with buffer plate
1 pc. bag with small parts
1 pc. detailed mounting instruction,
          German, English, French, Spanish

Art.no. 078462 Art.no. 078463 Art.no. 078464

Size 5

Size 4

Size 3

Size 2Size 1

Art.no. 078460 Art.no. 078461

Art.no. Description

078471
.

Lift buffer type D1, EN 81-20/50 and EN 81-1/2 
100 x 80mm, 220 -   700kg

078472 Lift buffer type D5, EN 81-20/50 and EN 81-1/2
165 x 80mm, 670 - 2700kg

Art.no. 078472

Art.no. 078471

Art.no. maximum

rated velocity

minimum

charge

maximum

charge

Diameter

 Ø

078471
.

1.00m/s
0.63m/s

220kg
200kg

   700kg
1500kg

100mm
100mm

078472 1.00m/s
0.63m/s

670kg
600kg

2700kg
7500kg

165mm
165mm

Technical data

acc. to EN 81-20

Telescopic buffer support

Lift buffer 
acc. to EN 81-20 / 50 and EN 81-1/2

Scope of delivery for all buffer supports
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Size Height H vertical Length L horizontal

1 499 -   774mm   630 -   900mm

2 694 - 1019mm   820 - 1150mm

Maximum static load:	 2000kg (per support)
Maximum velocity:		  1m/s

When the car rests on its fully compressed buffers, one
size of the following safety spaces (per person) must be
available, according to EN 81-20 5.2.5.8.1

Floor area 0.4m x 0.5m / height 2m (position: upright)
Floor area 0.5m x 0.7m / height 1m (position: crouching)
Floor area 0.7m x 1.5m / height 0.5m (position: lying)

L

Dimensional drawing maintenance support horizontal

373

The folding maintenance support is ideal for creating a
temporary protected space in the pit. During normal
operation the support lies on the floor. With a height of 
only 140mm it can be mounted in very small pits.

When entering the pit for maintenance or other works,
the support has to be folded up. The support
automatically locks into place when it reaches a
vertical position. To fold it again, the locking bolt has to
be released.
Both positions of the maintenance support are
monitored by a safety switch with forced disconnection.
The length of the support can be adjusted.
Optionally a lift buffer can be mounted.

Dimensional drawing maintenance support vertical

H

356

488

All dimensions in mm.

Maintenance support for a temporary protected space in the pit

Description

According to EN 81-21 5.7.2.1 the maintenance
support has to be equipped with a buffer
(see page 37)

Maintenance support sizes
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Art.no. Description

078466 Folding maintenance support 50 -  70cm

078467 Folding maintenance support 70 -100cm

Examples:
Fixation of the maintenance support at the piston support

Scope of delivery:
1 pc. Maintenace support, pre-mounted
1 pc. Bag with small parts, with screws for fixation
1 pc. detailed mounting instruction

1. Safety disconnector IP67
for monitoring the horizontal state of the maintenance 
support.
Rated operational current:	        AC-15		 4A   for  230V
									         DC-13		 4A   for    24V
Contact: 							       1NC / 1NO
with screw terminals

2. Position switch IP67 with positive opening operation
for monitoring the vertical state of the maintenance 
support.
Rated operational current:	        AC-15		    3A   for  230V
									         DC-13     0.27A   for    24V
Contact: 							       1NC / 1NO
with screw terminals

Electrical data for the switch:

acc. to EN 81-20

Folding maintenance support

Warning signs for the shaft pit, see 
page 170/171.

According to EN 81-21 5.7.2.1 the maintenance
support has to be equipped with a buffer
(see page 37)

Scope of delivery
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